
EVENING CLUTCH PURSE
SUPPLY LIST
Black HeatForm
Acrylic rhinestone ribbon
Cotton lining fabric
1/8” cord - 15”
Clutch Purse Hardware 6.75”
Scrap paper
Beacon 527 Adhesive
Adhesive spray suitable for fabric and plastic
Craft heat tool
Sewing machine
Iron
Sewing thread
Empty spray can measuring 2” diameter x 7” tall
Cutting mat
Fabric scissors
Ruler, utility knife, white chalk marker and pen/pencil

Step 1: Create a rectangle 
template from the scrap pa-
per the width of the clutch 
purse frame (6.75”) by 8.25” 
long.

Step 4: Lay the spray can 
flat on your workspace. 
Place the HeatForm over 
the spray can with the two 
mid points centred on the 
can. Use the heat tool to 
soften the center section of 
the HeatForm. As soon as 
you see the HeatForm begin 
to bend, stop heating it.Step 2: Trace this onto the 

HeatForm with the chalk 
pen and then cut it out 
using the utility knife.

Step 3: Find the mid-point 
on the long edges of the 
HeatForm and mark with 
the chalk pen.

Step 5: Form the HeatForm 
around the can to create a 
base for the clutch purse. 
Keep holding it in position 
until it stays in this shape.

Step 6: Cut a piece of scrap 
paper 3.75” x 4”. Place one 
end of the shaped Heat-
Form onto the paper, 1/4” 
from the bottom edge and 
place a mark at the top edge 
of the clutch on either side. 
Draw a line between these 
two marks.



Step 7: Remove the purse 
base and place the edge of 
the can on the ¼” mark 
from the bottom edge. 
Draw around it to create the 
base of the gusset.

Step 12: Clip triangles in the 
seam allowance around the 
curve of the gusset. Fold the 
seam to one side of the fab-
ric and press it. Repeat steps 
10-12 on the two remaining 
pieces of fabric.

Step 9: Cut a strip of fabric 
4” x 20” and double it over 
twice to create four layers. 
Place the gusset template on 
the fabric and cut it out.

Step 8: Connect the curve 
to the line you marked for 
the top of the clutch. Mark a 
¼” seam allowance around 
the gusset template.

Step 10: Place two gusset 
pieces together, right sides 
facing and stitch a ¼” seam.

Step 11: Turn the fabric 
right side out and stitch 
the two pieces together ¼” 
from the edge.

Step 15: Place the clutch 
base paper template onto 
the lining fabric. Cut it out 
leaving a ¼” seam allow-
ance on all sides. Press 
the seam allowance to the 
inside on the long edges. 
Spray the wrong side of 
the lining with spray ad-
hesive. Spray the inside of 
the clutch base with spray 
adhesive. Try to avoid 
spraying the gussets. After 
the recommended wait 
time, place the lining inside 
the clutch base and smooth 
it into position.
Step 16: Trim the excess 
fabric flush with the top 
edge of the clutch.

Step 14: Find the center of 
the gusset and press the 
seam allowance onto the 
adhesive. Leave this to dry 
for 20 minutes before gluing 
the other half of the gusset. 
Glue the second gusset into 
position on the other side of 
the clutch.

Step 13: On the inside of the 
clutch base, apply adhesive 
from the center up one side. 



Step 17: Apply a generous 
amount of adhesive inside 
the channel on one side of 
the clutch frame.

Step 20: Push it into the 
channel on the inside of the 
purse. This will fill the gap 
between the HeatForm and 
frame to make it fit tightly.

Step 19: Cut a piece of cord 
the length of the clutch 
frame.

Step 18: Place one edge of 
the clutch base into the 
channel.

Step 22: Center the ribbon 
on the front of the clutch 
purse and press the ribbon 
into place. Continue around 
to the back of the clutch.

Step 21: Apply adhesive 
to the back of the acrylic 
rhinestone ribbon, working 
in small sections at a time.


